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Technical
information

- LUXUS 832

FEATURE NORM LUXUS 832
Process DPL
Base Board HDF (density 880—920kg/m3) > 880kg/m’
Locking system 2—Lock system Angle Lock
Edges 4V painted
Abrasion resistance EN13329-Annex E AC4
Impact resistance EN13329 IC2
. ) Group 1 & 2: Grade 5
Stain resistance EN438-2(group 1, 2 & 3) Group 3: > Grade 4
Resistance to cigarette burns EN438-2 Grade 4
Effect of furniture legs EN424 No damage
Castor chair test (soft rolls) EN425 No change in appearance
Thickness swelling EN13329-Annex G
. EN 13329 Blue Wool > Level 6
Light fastness Grey Wool > Level 5
Static indentation En433 No visible change
Surface soundness EN13329 >1.60 N/mm?
Dimensions 8 x 244 x 1383mm
Flame resistance EN13501-1 Cfl-s1
Formaldehyde emission EN717-1 E1
Slip resistance: Friction co—efficient = EN14041/EN13983 > 0.30 Class DS
Planks / Box 7 pieces
Sqm / Box 2.36m’
Weight / Sgmts 16kg
Guarantee 10 years as per manufacturers terms
Green Label PEFC




Technical
information

HERRINGBONE

FEATURE NORM HERRINGBONE
Process DPL
Base Board HDF (density 880—920kg/m3) > 880kg/m’
Locking system 2—Lock system Angle Lock
Edges 4V painted

Abrasion resistance EN13329-Annex E AC4
Impact resistance EN13329 IC2

i ) Group 1 & 2: Grade 5
Stain resistance EN438-2(group 1,2 & 3) Group 3: > Grade 4
Resistance to cigarette burns EN438-2 Grade 4
Effect of furniture legs EN424 No damage
Castor chair test (soft rolls) EN425 No change in appearance
Thickness swelling EN13329-Annex G

. EN 13329 Blue Wool > Level 6
Light fastness Grey Wool > Level 5
Static indentation En433 No visible change
Surface soundness EN13329 >1.60 N/mm’
Dimensions 8 x 134 x 804mm

Flame resistance EN13501-1 Cfl-s1
Formaldehyde emission EN717-1 E1
Slip resistance: Friction co—efficient =~ EN14041/EN13983 > 0.30 Class DS

Planks / Box 20 pieces

Sqm / Box 2.16m?

Weight / Sqmts 16.37kg

Guarantee 10 years as per manufacturers terms
Green Label




HERITAGE

Technical

FEATURE NORM HERITAGE
Process DPL
Base Board HDF (density 880—-920kg/m3) = 850kg/m’
Locking system 2—Lock system Angle Lock
Edges 4V painted

Abrasion resistance EN13329-Annex E AC4

Impact resistance EN13329 IC2

Stain resistance EN438-2(group 1, 2 & 3) Grade 5

Resistance to cigarette burns EN438-2 > Grade 4

Effect of furniture legs EN424 No damage

Castor chair test (soft rolls) EN425 No change in appearance

Thickness swelling

EN13329—-Annex G

<12 %

) EN 13329 Blue Wool > Level 6
Light fastness Grey Wool > Level 5
Static indentation En433 No visible change
Surface soundness EN13329 > 1N/mm’
Dimensions 8x193 x1215mm

Flame resistance EN13501-1 Cfl-s1
Formaldehyde emission EN717-1 E1
Slip resistance: Friction co—efficient = EN14041/EN13983 > 0.30 Class DS

Planks / Box 10 pieces

Sqm / Box 2.31m°

Weight / Sqmts 18.122kg

Guarantee 10 years as per manufacturers terms
Green Label

information



Technical
information

e CHURCH

FEATURE NORM CHURCH
Process DPL
Base Board HDF (density 880—-920kg/m3) > 880kg/m*
Locking system 2—Lock system Angle Lock
Edges 4V painted

Abrasion resistance EN13329-Annex E AC4
Impact resistance EN13329 IC2

. . Group 1 & 2: Grade 5
Stain resistance EN438-2(group 1, 2 & 3) Group 3: > Grade 4
Resistance to cigarette burns EN438-2 Grade 4
Effect of furniture legs EN424 No damage
Castor chair test (soft rolls) EN425 No change in appearance
Thickness swelling EN13329-Annex G

. EN 13329 Blue Wool > Level 6
Light fastness Grey Wool > Level 5
Static indentation En433 No visible change
Surface soundness EN13329 >1.60 N/mm’
Dimensions 8x191 x1210mm

Flame resistance EN13501-1 Cfl-s1
Formaldehyde emission EN717-1 E1
Slip resistance: Friction co—efficient = EN14041/EN13983 > 0.30 Class DS

Planks / Box 10 pieces

Sqm / Box 2.35m’

Weight / Sqmts 17.56kg

Guarantee 10 years as per manufacturers terms
Green Label




Technical
information

CLASSICA 832

FEATURE NORM CLASSICA 832
Process DPL
Base Board HDF (density 880—-920kg/m3) > 880kg/m’
Locking system 2—Lock system Angle Lock
Edges Straight Edge

Abrasion resistance EN13329-Annex E AC4
Impact resistance EN13329 IC2

. . Group 1 & 2: Grade 5
Stain resistance EN438-2(group 1,2 & 3) Group 3: = Grade 4
Resistance to cigarette burns EN438-2 Grade 4
Effect of furniture legs EN424 No damage
Castor chair test (soft rolls) EN425 No change in appearance
Thickness swelling EN13329-Annex G

) EN 13329 Blue Wool > Level 6
Light fastness Grey Wool > Level 5
Static indentation En433 No visible change
Surface soundness EN13329 >1.60 N/mm’
Dimensions 8 x 193 x 1383mm

Flame resistance EN13501-1 Cfl-s1
Formaldehyde emission EN717-1 E1
Slip resistance: Friction co—efficient = EN14041/EN13983 > 0.30 Class DS

Planks / Box 9 pieces

Sqm / Box 2.40m°

Weight / Sqmts 15.90kg

Guarantee 10 years as per manufacturers terms
Green Label PEFC




INFINITE 832

Technical

FEATURE NORM INFINITE 832
Process DPL
Base Board HDF (density 880—920kg/m3) > 880kg/m’
Locking system 2—Lock system Angle Lock

Edges

Abrasion resistance

EN13329—-Annex E

Tech3S silicon treated edges

AC4

Impact resistance

EN13329

IC2

Stain resistance

EN438-2(group 1, 2 & 3)

Group 1 & 2: Grade 5
Group 3: = Grade 4

Resistance to cigarette burns EN438-2 > Grade 4
Effect of furniture legs EN424 No damage
Castor chair test (soft rolls) EN425 No change in appearance

Thickness swelling

EN13329—-Annex G

<18 %

. EN 13329 Blue Wool > Level 6
Light fastness Grey Wool > Level5
Static indentation En433 No visible change
Surface soundness EN13329 > 1.60N/mm’
Dimensions 8 x 331 x1292mm

Flame resistance EN13501-1 Cfl-s1
Formaldehyde emission EN717-1 E1
Slip resistance: Friction co—efficient = EN14041/EN13983 > 0.30 Class DS

Planks / Box 6 pieces

Sqm / Box 2.566m’

Weight / Sqmts 14.4kg

Guarantee 10 years as per manufacturers terms
Green Label PEFC

@ Tarkett

information



Technical
information

WOODSTOCK 832

FEATURE NORM WOODSTOCK 832
Process DPL
Base Board HDF (density 880—920kg/m3) > 880kg/m’
Locking system 2—Lock system Angle Lock
Edges Tech3S silicon treated edges

Abrasion resistance EN13329-Annex E AC4
Impact resistance EN13329 IC2

. . Group 1 & 2: Grade 5
Stain resistance EN438-2(group 1, 2 & 3) Group 3: > Grade 4
Resistance to cigarette burns EN438-2 > Grade 4
Effect of furniture legs EN424 No damage
Castor chair test (soft rolls) EN425 No change in appearance
Thickness swelling EN13329-Annex G <18 %

. EN 13329 Blue Wool > Level 6
Light fastness Grey Wool > Levels
Static indentation En433 No visible change
Surface soundness EN13329 > 1.60N/mm’
Dimensions 8 x 194 x 1292mm

Flame resistance EN13501-1 Cfl-s1
Formaldehyde emission EN717-1 E1
Slip resistance: Friction co—efficient = EN14041/EN13983 > 0.30 Class DS

Planks / Box 8 pieces

Sqm / Box 2.005m’

Weight / Sqmts 14.4kg

Guarantee 10 years as per manufacturers terms
Green Label PEFC

@ Tarkett




WALTZ

Technical

FEATURE NORM WALTZ
Process DPL
Base Board HDF (density 880—-920kg/m3) > 880kg/m’
Locking system 2—Lock system Angle Lock
Edges Wax treated edges

Abrasion resistance

EN13329-Annex E

AC4

Impact resistance

EN13329

IC2

Stain resistance

EN438-2(group 1,2 & 3)

Group 1 & 2: Grade 5
Group 3: = Grade 4

Resistance to cigarette burns EN438-2 Grade 4
Effect of furniture legs EN424 No damage
Castor chair test (soft rolls) EN425 No change in appearance

Thickness swelling

EN13329—-Annex G

<12 %

) EN 13329 Blue Wool > Level 6
Light fastness Grey Wool > Level 5
Static indentation En433 No visible change
Surface soundness EN13329 > 1.00N/mm’

Dimensions

8.3x86/191 x 1210mm

Flame resistance EN13501-1 Cfl-s1
Formaldehyde emission EN717-1 E1
Slip resistance: Friction co—efficient EN14041/EN13983 0.39

Planks / Box 10 pieces

Sqm / Box 2.31m’

Weight / Sqmts 15.6kg

Guarantee 10 years as per manufacturers terms
Green Label

information



Technical
information

- RIO

FEATURE NORM RIO
Process DPL
Base Board HDF (density 880—-920kg/m3) > 880kg/m’
Locking system 2—Lock system Angle Lock
Edges 4V painted

Abrasion resistance EN13329-Annex E AC4
Impact resistance EN13329 IC2

. . Group 1 & 2: Grade 5
Stain resistance EN438-2(group 1,2 & 3) Group 3: > Grade 4
Resistance to cigarette burns EN438-2 Grade 4
Effect of furniture legs EN424 No damage
Castor chair test (soft rolls) EN425 No change in appearance
Thickness swelling EN13329-Annex G

. EN 13329 Blue Wool > Level 6
Light fastness Grey Wool > Level 5
Static indentation En433 No visible change
Surface soundness EN13329 > 1.60N/mm’
Dimensions 8x165x1210mm

Flame resistance EN13501-1 Cfl-s1
Formaldehyde emission EN717-1 E1
Slip resistance: Friction co—efficient = EN14041/EN13983 > 0.30 CLASS DS

Planks / Box 12 pieces

Sqm / Box 2.396m’

Weight / Sqmts 16kg

Guarantee 10 years as per manufacturers terms
Green Label




Technical
information

BASICS AC3 / AC4

FEATURE NORM BASICS AC3 / AC4
Process DPL
Base Board HDF (density 880—920kg/m3) > 880KG/M3
Locking system 2—Lock system Angle Lock
Edges Straight Edge

Abrasion resistance EN13329-Annex E AC3/AC4

Impact resistance EN13329 IC1/1C2

Stain resistance EN438-2(group 1, 2 & 3) g:gﬁg :13:8(22(;:;;?2 5
Resistance to cigarette burns EN438-2 > Grade 4

Effect of furniture legs EN424 No damage

Castor chair test (soft rolls) EN425 No change in appearance
Thickness swelling EN13329-Annex G <18%

) EN 13329 Blue Wool > Level 6
Light fastness Grey Wool > Levels
Static indentation En433 No visible change
Surface soundness EN13329 > 1.60N/MM°
Dimensions 8x193 x1210mm

Flame resistance EN13501-1 Cfl-s1
Formaldehyde emission EN717-1 E1
Slip resistance: Friction co—efficient = EN14041/EN13983 > 0.30 CLASS DS

Planks / Box 10 pieces

Sgm / Box 2.3353m2

Weight / Sqmts 18kg

Guarantee 10 years as per manufacturers terms
Green Label




For an assured response time of 48 hours
call our toll-free no. 1800 226 211 or
email at sales@squarefoot.co.in

Head Office:

Classic Floorings & Interiors (P) Ltd.

Ground Floor, Raghuvanshi Mansion

Raghuvanshi Mills Compound

9-11, Senapati Bapat Marg, Lower Parel

Mumbai - 400 013

T: +9122 4047 6211

W: www.squarefoot.co.in
www.sportssurfaces.co.in

Company Stores:
Bengaluru  +9180 4110 1012
Chennai  +9144 4550 8411

Goa +9183 2651 1422
Hyderabad +9140 4003 7212
Kochi +9148 4402 3972

Kolkata +9133 3042 4243
New Delhi  +9111 2601 7049
Pune +9120 4129 4021

Area Representatives:

Ahmedabad +91 78782 10126
Coimbatore +91 90032 56718
Thiruvananthapuram +91 93882 15972
Visakhapatnam +91 95336 61616

Institutional Sales: projects@squarefoot.co.in
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